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System Applications: 
Mobile and fixed offshore structural inspection, diving assistance, cable and pipeline pre-lay 
survey, as-built survey, ship inspection, dam and water reservoir inspections.  

Vehicle Specifications: 

Weight, Dimension and Depth rating  

▪ Max work depth: 150 msw

▪ Length: 41 cm

▪ Height: 17 cm

▪ Width: 35 cm

▪ Weight in air: 5.2 Kg 

Power and Performance  

▪ Q-Motor thrusters 

▪ 6 thrusters with Metal Propellers & Protectors

▪ Max speed: 1.5 kts

▪ Input Power Requirements: 240 VAC

▪ 156 Wh Battery onboard

▪ Onshore e-Spool 200m, with OPSS

Control and Navigation

▪ Altitude & Distance Lock, Contour Scan

▪ Smart Avoidance

Cameras and Lighting

▪ 4K UHD Camera 

▪ Video 240 FPS SloMo Capture

▪ Field of View 166° Wide Angle

▪ 6000 Lumen LED Lights

▪ 128 GB SD Card Capacity

Additional Tooling

▪ Robotic Arm

▪ Laser Scaler

▪ Altimeter

▪ Distance Meter

FIFISH PRO V6 PLUS
MICRO OBSERVATION CLASS ROV


