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System Description and Application
The Saab Seaeye Surveyor Plus is a reliable, compact, and powerful electric ROV of proven design. Itis a
versatile sensor and tooling platform and capable of undertaking a wide range of subsea tasks.

Ideal for subsea inspection, drill and construction support, light construction and intervention tasks.

ROV System Specifications Combined Control and Workshop
Container

= DNV 2.7-1 20 ft Container
= Input Power Requirements:

Weight, Dimension and Depth Rating

= Rated Work Depth: 600 m

1Ph 50/60Hz 380-480 VAC 12
= Length: 1450 mm KVA
* Height: 920 mm 3Ph 50/60Hz 380-480 VAC 24
= Width: 820mm KVA
» Thrust Fwd: 125 kg = Various High-resolution Monitors
» Thrust Lateral: 108 kg = DVR Black Box Recorder
= Thrust Vertical: 35kg = UPS backup for PC’s
= STD Launch Weight: 275 kg = Administrative PC and Printer

= Comprehensive Remote Site System

Power and Performance Spares

» 8 Vectored & 2 Vertical SM4 Thrusters
= Payload: 45 kg
= Max Speed: 2 knots
= Current Limitation: ~1.5 knots
* Input Power Requirements:
3Ph 50/60Hz 380-480 VAC
1Ph 50/60Hz 380-480 VAC

ROV & TMS 24 kVA
Tooling 3.3kVA
LARS 70 kVA

Launch and Recovery Options
= LARS and TMS3A

» Live-boating (Optional, c/w powered winch, Lock Latch &
Sheave)
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Control and Navigation

= Auto heading and Depth, Depth Indication & Compass
(Standard)

= Tritech Super SeaKing Sonar (Standard)

= Survey-grade Gyro Compass (Optional)
= Tritech Gemini 720is Multibeam Sonar
(Optional)
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Optional Tooling Payload

» Five Function Manipulator/s Skid (with
integrated soft line cutter)

= Rotary Disk Cutter

= Hub Cleaning Skid

= Cleaning Systems (HP Waterjet, Caviblaster,
Flapper, Hard and Soft Brushes)

= Anvil Hard Line (Cable) Cutters (for various
diameters)

Optional Sensor Payload

= CP Probes (Contact and Proximity)

= Flooded Member Detection System

= CP Thickness Measurement System

= Pipeline inspection Skid (c/w Pipeline Profilers,
Boom Cameras, Bathymetric Suite and 3-
Channel DVR)

= Dynamic Laser Scanning Skid

= Leak Detection Systems

= Survey-grade Gyro Compass

* Multibeam Echosounder

= Multibeam Imaging Sonar

Optional Systems and Equipment
= Additional Stores Container

» DP Alarm, Lights and Communications System
(DPO/ROV/Dive Control)

» Additional High Resolution Monitors c/w signals
routers and cabling (ROV/Client/Dive Control/Bridge)

= Single and Multi-channel Digital Recording Suite
(Stills, Video and Audio Recording)

» Data Storage (Survey, Inspection)

= Satellite Communications System (Data and
Telecommunications for Client and Project Team)

= Additional (Backup) Deck Power Generator
= ROV-friendly Subsea Hooks
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