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System Description and Application
The Saab Seaeye Tiger is regarded as one of the one leading observation/inspection vehicles within the oil 
and gas industry. Also being used by military and scientific customers seeking increased capability in deep 
water. 

At 1000m depth rated, the Tiger has a very stable platform being able to perform well in strong currents 
under the harshest conditions, providing excellent handling and manoeuvrability. Their open frame 
construction and generous payload can offer a wide range of tools and sensors as well as interchangeable 
tool skids

Ideal for subsea inspection, diver monitoring, drill and construction support.

ROV System Specifications

Weight, Dimension and Depth Rating  

▪ Max work depth: 1000 msw

▪ Length: 1030 mm

▪ Height: 590 mm

▪ Width: 700 mm

▪ Weight in air: 150 Kg

Power and Performance  

▪ 4 Vectored and 1 Vertical SM 4 Thruster

▪ Payload: 32 Kg

▪ Thrust Forward: 62 kgf

▪ Thrust Lateral: 43 kgf

▪ Thrust Vertical: 22 kgf

▪ Max speed: 3.0 kts 

▪ Input Power Requirements:  3Ph 50/60Hz 380-480 VAC

ROV & TMS               8 kVA

Tooling                    3.3 kVA

LARS                       25 kVA

Launch and Recovery Options

▪ LARS and TMS2

▪ Live-boating (Optional, c/w powered winch, Lock Latch & 

Sheave) 

Control and Navigation

▪ Auto heading, depth, compass & F/O Gyro (optional) 

▪ Tritech SeaKing Sonar fitted as a standard

▪ Tritech Gemini 720is Multibeam Sonar (on 

request) 

Combined Control and Workshop Container  

▪ STD 10/20 ft Container

▪ Input Power Requirements:

1Ph 50/60Hz 380-480 VAC 6 kVA

3Ph 50/60Hz 380-480 VAC 8 kVA

▪ Various High-resolution Monitors

▪ DVR Black Box Recorder

▪ UPS backup for PC’s

▪ Administrative PC and Printer

▪ Comprehensive Remote Site System Spares

TIGER 
OBSERVATION CLASS ROV



ROV Falcon

S
a

a
b

 S
e

a
e

y
e

 T
ig

e
r -

O
b

s
e

rv
a

tio
n

 C
la

s
s

 R
O

V

TIGER
OBSERVATION CLASS ROV

Launch & Recovery System
▪ HIAB with Lock Latch (Crane)

▪ TMS2 (Tether Management System)

TM2 Dimensions
▪ Length 1200 mm

▪ Width 1200 mm

▪ Height to lift eye 1640 mm

▪ Total Weight in air             Approx. 460 kg

▪ Depth Rating 1000 

meters

▪ Tether Capcacity 140 m 

Manipulators, Tooling & Sensors
▪ Gauntlet Plus 4 Function Manipulator (on Tooling 

Skid)

▪ CP Probe

▪ FMD

▪ Cleaning Brush


